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In a method for determining a frequency of an input signal, a
first count value is determined by counting clock edges of a
reference clock signal while the input signal corresponds to a
first level value. Further, a second count value is determined
by counting clock edges of the reference clock signal while
the input signal corresponds to a second level value. The
frequency of the input signal is determined as a function of the
first and the second count value.
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1
METHOD AND ARRANGEMENT FOR
FREQUENCY DETERMINATION

FIELD OF THE INVENTION

The invention relates to a method for determining a fre-
quency of an input signal and an arrangement for determining
frequency.

BACKGROUND OF THE INVENTION

In many applications in the field of electronics signal pro-
cessing, it is necessary to determine the frequency of an
external applied input signal. With a conventional method,
such as with an input signal which can assume two different
level states for example, the number of clock periods of the
reference clock signal is counted during the duration of one
period of the input signal. Using the count result, the fre-
quency of the input signal can be determined from the known
frequency of the reference clock signal. The frequency of the
input signal determined in this way is made available in the
form of an analog or digital value for further processing.

However, with a frequency measurement method of this
kind, problems can repeatedly occur when the frequency of
the input signal varies. For example, it is only possible to
make a definitive statement concerning the frequency of the
input signal applied at a particular instant when at least one
period of the input signal is complete and a counter result is
available for this period. In addition, a step response time of
the overall system depends on the frequency of the input
signal so that responses of the measuring system of several
seconds can occur with low input frequencies of a few hertz.
This results in a significant delay in determining the fre-
quency of the input signal when the input frequency changes
from several kilohertz, for example, to a few hertz. This delay
is largely determined by the new frequency which, theoreti-
cally, can also assume the value 0 Hz. As, in this case, it is no
longer possible to determine a complete period of the input
signal, the step response time of the measuring system in this
case is infinite. When the frequency of the input signal
decreases, with the conventional method, the frequency
determination can therefore only be reliably determined after
an extended period or, under certain circumstances, not at all.

SUMMARY OF THE INVENTION

The object of the invention is therefore to specify a method
and an arrangement for determining the frequency of an input
signal which enable the frequency to be determined more
reliably.

In an embodiment of a method for determining a frequency
of an input signal, a first count value is determined in that
clock edges of a reference clock signal are counted while the
input signal corresponds to a first level value. Furthermore, a
second count value is determined in that clock edges of the
reference clock signal are counted while the input signal
corresponds to a second level value. The frequency is deter-
mined as a function of the first and second count values.

For example, the input signal has two levels states, one of
which one corresponds to a Low level and the other to a higher
level or High level. In the case of an analog input signal with
continuous oscillation behavior, for example a sinusoidal
oscillation, the two signal levels can be determined in that a
specified signal value in the input signal is exceeded or is not
reached. The two level states define respective level phases of
the input signal with respect to time. Two successive different
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level phases characterize a measuring period. The input signal
can also be any periodic signal or an oscillating signal.

By separately counting clock edges of the reference clock
signal during the first level phase and the second level phase
in the input signal, it is not necessary with the described
method to wait for the full period duration of each period in
the input signal to be able to re-determine a frequency value,
and itis possible to carry out the new frequency determination
with every level change in the input signal. In this connection,
the frequency determination is in each case based on the
previously determined first and second count value.

When the frequency of the input signal and therefore its
period duration and the duration of the first and second level
phase change, the frequency which is determined using the
described method on the first level change after the frequency
change, approximates to the actual frequency of the input
signal. On the second level change, that is to say after the
expiry of a full period at the new frequency of the input signal,
the frequency determination delivers the actual value. The
reliability of the frequency determination is therefore
increased with the described method.

In an embodiment of the described method, the frequency
is determined as a function of the sum of the first and the
second count value. With this embodiment, the first and the
second count value of a measuring period are added and, for
example, expressed as a ratio of a known frequency f, . of the
reference clock signal so that the frequency f,,, of the input
signal is given by

JinTos (N1+N2),

where N1 is the first count value and N2 is the second count
value.

In an improvement of the invention, it can also be specified
that the sum of first and second count values of one or more
such successive measuring periods in the input signal are used
for determining the frequency. For example, it can be stipu-
lated that a certain number of measuring periods in the input
signal is used for determining the frequency, so that this
number of successive first count values and the corresponding
number of second count values are added together in order to
determine the value of the frequency of the input signal from
the frequency of the reference clock signal. This can be
expressed, for example, by the formula

JinP T o5/ ENLAN,),

where p is the number of measuring periods used, N1, is the
first count value of an i-th measuring period, and N2, is the
second count value of an i-th measuring period.

As a result of the greater measuring period in the input
signal, the accuracy of the frequency determination is further
increased, which improves the reliability of the frequency
determined.

In a further embodiment of the described method, the first
count value is determined in a first count operation and the
second count value in a second count operation. In each of
these count operations, a counter status of the respective
count operation is incremented with every clock edge of the
reference clock signal. In doing so, either only positive rising
clock edges, negative falling clock edges or positive and
negative clock edges of the reference clock signal can be
counted. The count value, which in each case is determined in
a count operation, can be specified by an instantaneous count
status of the respective count operation or by the last count
status before the input signal changes its level value, that is to
say a counter result for the respective level phase of the input
signal. The respective count value can change several times
during a count operation while the input signal corresponds to
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one of the level values, wherein, in this case, the count value
increases continuously as the counter status progresses. The
respective count value is not greater than the counter result of
a count operation. Each count operation preferably begins
with the counter status 0.

In an improvement of the embodiment just described, the
first count value is determined by a counter result of the first
count operation when the input signal no longer corresponds
to the first level value. In a similar manner, the second count
value is determined by a counter result of the second count
operation when the input signal no longer corresponds to the
second level value. Accordingly, the first and the second count
value are determined at the latest by the counter result of the
respective count operation, that is to say the last counter status
of the count operation, when the input signal has changed its
level.

In addition, the second count value can also be determined
by an instantaneous counter status in the second count opera-
tion when the input signal corresponds to the second level
value and this instantaneous counter status exceeds a com-
parison value. Expressed another way, it is possible that the
second count operation is not yet complete when the respec-
tive second count value is established, as the input signal still
corresponds to the second level value. No reassessment of the
second count value is carried out in the initial phase of the
second count operation. However, as soon as the instanta-
neous counter status exceeds the comparison value in the
second count operation, the second count value assumes this
counter status.

Establishing the second count value before the second
count operation is complete enables the frequency to be deter-
mined approximately. In this case, the second count value
represents a minimum value, so to speak, for the second level
phase while the input signal corresponds to the second level
value, which continuously increases, until the second count
operation is completed on account of the change in level in the
input signal, and the count value corresponds to the counter
result of the second count operation. The frequency deter-
mined in this way therefore approximates to the actual fre-
quency value of the input signal and delivers a reliable result
earlier.

The comparison value mentioned is given, for example, as
a function of the first count value or the second count value of
a previous measuring period in the input signal or as a func-
tion of both above-mentioned count values. For example, it
can be assumed that the frequency in the input signal reduces
when, in the case of an input signal with known mark-space
ratio, no level change in the input signal occurs in the second
count operation after a counter state which can be calculated
from the first count value. In this case, it is possible to start
with an approximation of the new frequency after reaching
the comparison value. Alternatively or in addition, the second
count value of the previous measuring period in the input
signal can be used for determining the comparison value. For
example, a frequency reduction in the input signal can again
be assumed when the instantaneous counter status of the
previous second count value is reached and the level in the
input signal has not yet changed.

Tolerance values, which, in addition to the above-men-
tioned values, are obtained from the first count value and the
previous second count value, can also be included in the
determination of the comparison value. For example, the
comparison value is given by adding a percentage to a value
calculated from first and/or second count value. The compari-
son value can also be determined by comparing the magni-
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4

tude of the first count value and the previous second count
value so that only the larger or the smaller of the two is used
as the comparison value.

An exemplary embodiment of an arrangement for deter-
mining the frequency comprises an input for feeding in an
input signal as well as a first and a second counter. The first
counter is used to count clock edges of a reference clock
signal during a period in which the input signal corresponds to
a first level value. Correspondingly, the second counter is
used to count clock edges of the reference clock signal during
a period in which the input signal corresponds to a second
level value. Further, the arrangement comprises an evaluation
unit which is coupled to the first and the second counter in
order to determine a first and a second count value. The
evaluation unit is set up to determine a frequency of the input
signal as a function of the first and the second count value.

In different embodiments of the arrangements described,
the evaluation unit of the arrangement is set up to carry out the
different embodiments of the method previously described
for frequency determination.

The invention is explained in more detail below with ref-
erence to exemplary embodiments with the help of the fig-
ures. In the figures, signals and elements of the same type or
same function are identified by the same references.

BRIEF DESCRIPTION OF THE DRAWINGS

In the drawings:

FIG. 1 shows an exemplary embodiment of an arrangement
for frequency determination, and

FIG. 2 shows an example of a signal-time diagram of
signals within the arrangement of FIG. 1.

DETAILED DESCRIPTION

FIG. 1 shows an example of an arrangement for frequency
determination which is designed to determine a frequency of
an input signal IN which is applied to an input 1. The arrange-
ment comprises a first AND gate 20, a second AND gate 30,
a first counter 40, a second counter 50 and an evaluation unit
60. A pulse generator 70, which is coupled on the input side to
an auxiliary input 1a, is connected upstream of the input 1 of
the arrangement. A clock generator 10, which is provided for
generating a reference clock signal CLK, is also shown in
FIG. 1. The first AND gate 20 is coupled by its first input 21
to the input 1 and by a second input 22 to the clock generator
10. An output 23 of the AND gate 20 is connected to an input
41 of the first counter 40. In a similar manner, the second
AND gate 30 is coupled by its first input 31, which is designed
as an inverting input, to the input 1. The second input 32 of the
AND gate 30 is coupled to the clock generator 10. An output
33 of the AND gate 30 is connected to an input 51 of the
second counter 50.

The evaluation unit 60 has a first count input 61 which is
coupled to an output 42 of the first counter 40. A second count
input 62, to which an output 52 of the second counter 50 is
connected, is also provided in the evaluation unit 60. Control
connections 64, 65 of the evaluation unit 60 are coupled to
control inputs 43, 53 of the first and second counter 40, 50.
The evaluation unit 60 also has a signal input 63 which is
connected to the input 1. Evaluation blocks 610, 620, which
are connected on the input side to the first and second count
input 61, 62, are shown by way of example in the evaluation
unit 60. The blocks 610, 620 are coupled on the output side to
a further evaluation block 630, which is connected on the
output side to an output 2 of the arrangement.
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The clock generator 10 can be designed as part of the
arrangement for frequency determination. Alternatively,
however, the reference clock signal CLK of the arrangement
can be fed in externally. Depending on the required accuracy,
the clock generator 10 can be designed as a crystal oscillator,
as an LC resonant circuit or as some other known oscillator.

When the arrangement is in operation, a signal, which has
a sinusoidal characteristic for example, is fed in via the aux-
iliary input 1a. A rectangular signal, which has two defined
levels, is generated in the pulse generator 70, for example
from the signal applied to the input side. This signal is used as
the input signal IN for the arrangement for frequency deter-
mination. In different embodiments, the pulse generator 70
can also be part of the arrangement.

The input signal IN is fed to the first AND gate and, in
inverted form, to the second AND gate 30. At the same time,
the reference clock signal CLK is applied to the respective
second inputs 22, 32 of the first and second AND gate 20, 30.
Accordingly, pulses of the reference clock signal CLK are
only transferred by the first AND gate 20 at the output 23
during the times when the input signal corresponds to a logic
High level. In a similar manner, because of the inverting input
31, clock edges of the reference clock signal CLK at the input
32 are only transferred to the output 33 when the input signal
IN corresponds to a logic Low level.

In alternative embodiments, the choice of High level for the
first AND gate and Low level for the second AND gate can
also be swapped. Basically, the intention is only that the
reference clock signal CLK is transferred to the output 23 for
afirst level value and at the output 33 for a second level value.

The counters 40, 50 are set up to count clock edges of the
transferred reference clock signal CLK and, in each case, to
output an instantaneous counter status C1 and C2 at the output
42 and 52 respectively. Rising, falling or rising and falling
clock edges can be defined as clock edges to be counted. The
evaluation blocks 610, 620 are set up to determine a first and
a second count value N1, N2 from the counter status C1, C2
present at the input side. The evaluation block 630 is set up to
determine the frequency of the input signal IN from the first
and second count value N1, N2, and to output it in a suitable
form at the output 2 as an output signal OUT. The level value
of'the input signal IN which is fed in at the signal input 63 can
also be used in the determination of the count values N1, N2.

The evaluation unit 60 can reset the counter statuses of the
first and second counter 40, 50 to an initial value, for example
0, by means of control signals R1, R2 at the control outputs
64, 65.

The frequency of the input signal IN can be determined in
various ways in the evaluation unit 60. Basically, the respec-
tive output signal C1, C2 of the first and second counter 40, 50
is used as a basis for determining the first and second count
value N1, N2. In addition, the frequency is determined as a
function of the first and second count value N1, N2, for
example as a function of the sum of the first and second count
value N1, N2. In different embodiments, the evaluation unit
60 can also have buffer memories or registers, in which count
values N1, N2 of previous measuring periods are stored,
wherein, in the present application example, a measuring
period is defined as the succession of a Low phase and a High
phase or a High phase and a Low phase in the input signal. In
this case, the frequency can be determined as a function of the
sum of first and second count values of one or more succes-
sive measuring periods in the input signal. In particular, this
increases the reliability of the frequency determination when
the determination is made dependent on the condition that the
sum of first and second count values of one or more succes-
sive measuring periods in the input signal exceeds a limit, so
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6

that the frequency determination is based on a minimum
number of counted clock edges in the reference clock signal
CLK.

Other embodiments of the method for determining the
frequency relate to the determination of the first and second
count value N1, N2. Basically, the counter result during a
level phase in the input signal IN, that is to say the highest
counter status of the counter, while the input signal IN corre-
sponds to a certain level value can be used as a count value for
this purpose. Expressed another way, the counter status of the
respective counter 40, 50 becomes the count value N1, N2
when the input signal IN no longer corresponds to the respec-
tive associated level value. In addition, the second count value
can be determined in such a way that an instantaneous counter
status C2 of the second counter 50 is used when the input
signal IN corresponds to the level value and this instantaneous
counter status C2 exceeds a comparison value. This compari-
son value can, for example, be determined from the first count
value N1 present at any particular time. Alternatively or in
addition, the second count value from a previous frequency
determination of the input signal IN can also be used to
specify the comparison value.

In a similar manner, in alternative or additional embodi-
ments, an instantaneous counter status C1 of the first counter
40 can be used to establish the first count value N1.

FIG. 2 shows an example of a signal-time diagram of
different signals within the arrangement of FIG. 1. Among
others, the reference clock signal CLK, which oscillates at a
fixed reference frequency with a rectangular form, and the
input signal IN, which alternately assumes a first level value
L1 and a second level value 1.2, are shown. In the present
example, the input signal IN changes its frequency in the
period t1 to t3.

Also shown is the first counter status C1 of the first counter
40, which counts positive clock edges of the reference clock
signal CLK during the High phases of the input signal IN, that
is to say during the level phases during which the input signal
IN corresponds to the first level value [L1. At the instants in
time at which the input signal IN changes its level from the
first level value L1 to the second level value L2, the Low level,
for example at times t1 and t4, the counter status C1 is taken
as the count value N1. This can be clearly seen, particularly at
time t4, at which the first count value N1 changes from four to
six.

The counter status C2 of the second counter 50, which
counts positive clock edges of the reference clock signal CLK
during the signal level 1.2 of'the input signal IN, is also shown
in FIG. 2. In the count operation of the second counter 50
which occurs first in time and which runs as far as counter
status 4, this counter status is taken as the second count value
N2 at the time at which the input signal IN changes back to the
High level L1. In the second count operation of the second
counter 50, the counter status C2 from the value 4 is taken as
the second count value N2. In addition, the counter status in
this count operation is also taken as second count value N2 for
further incrementing the counter status, so that this increases
in steps to the value eight. This higher count value N2 at time
13 is brought about by the longer Low phase of the input signal
Nbetween t1 and t3. The assuming of the counter status C2 as
count value N2 from the value four is brought about, for
example, by the previous count value N2 from the first count
operation.

In the subsequent third count operation of the second
counter 50, the count operation ends at time t5 with the
counter result 6, which is then taken as the second count value
N2.
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The output signal OUT, which is shown at the bottom and
presents the determined frequency, is based, for example, on
the known frequency £, of the reference clock signal CLK
divided by the sum of the count values N1, N2. According to
this, the output value falls in steps in the period t2 to t3 for a
constant first count value N1 and increasing second count
value N2 and approximates to the actual frequency of the
input signal. In the period t4 to t5, the output signal OUT
reduces further due to the increased first count value N1, and
at time t5, with the new second count value N2, assumes a
value corresponding to the input frequency.

It must be noted that the signal-time diagram shown in FIG.
2 is only exemplary. In particular, no higher count statuses,
which, in a practical application, could further increase the
accuracy of the method for determining the frequency, are
shown for reasons of clarity. For example, it can be stipulated
that a certain number of measuring periods in the input signal
is used for determining the frequency, so that this number of
successive first count values and the corresponding number of
second count values are added together in order to determine
the frequency of the input signal.

The output signal OUT can be output as an analog value by
the evaluation unit 60, which is designed as a microcontroller,
for example. As an example, a signal is output in the form of
a current value in the range from 4 to 20 milliamps or in the
form of a voltage value in the range from 0 to 10 volts.
Alternatively, the output signal OUT can also be output as a
rectangular clock signal with a frequency corresponding to
the input signal, wherein preferably an adjustable divider is
used for this purpose.

An arrangement and a method as described above can be
used, for example, in a relay for signaling a threshold value.

What is claimed is:

1. An arrangement for determining frequency, comprising:

an input (1) for feeding in an input signal (IN);

a first counter (40) for counting clock edges of a reference
clock signal (CLK) while the input signal (IN) corre-
sponds to a first level value (LL1);

a second counter (50) for counting clock edges of the
reference clock signal (CLK) while the input signal (IN)
corresponds to a second level value (L2); and

an evaluation unit (60) that is coupled to the first and the
second counter (40, 50), in order to determine a first and
a second count value (N1, N2), and is set up to determine
a frequency of the input signal (IN) as a function of the
first and the second count value (N1, N2);

wherein the evaluation unit (60) is set up to determine the
frequency of the input signal (IN) as a function of the
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sum of the first and second count values of one or more
successive measuring periods in the input signal (IN);
and

wherein the evaluation unit (60) is set up to determine the
frequency of the input signal (IN) after the sum of the
first and second count values of one or more successive
measuring periods in the input signal (IN) exceeds a
minimum number of counted clock edges in the refer-
ence clock signal.

2. An arrangement for determining frequency, comprising:

an input (1) for feeding in an input signal (IN);

a first counter (40) for counting clock edges of a reference
clock signal (CLK) while the input signal (IN) corre-
sponds to a first level value (L1);

a second counter (50) for counting clock edges of the
reference clock signal (CLK) while the input signal (IN)
corresponds to a second level value (L2); and

an evaluation unit (60) that is coupled to the first and the
second counter (40, 50), in order to determine a first and
a second count value (N1, N2), and is set up to determine
a frequency of the input signal (IN) as a function of the
first and the second count value (N1, N2);

wherein the evaluation unit (60) is set up to determine the
first and the second count value (N1, N2) in such a way
that the first count value (N1) is determined by a counter
result of the first counter (40) when the input signal (IN)
no longer corresponds to the first level value (L1) and the
second count value (N2) is determined by a counter
result of the second counter (50) when the input signal
(IN) no longer corresponds to the second level value
(L2); and

wherein the second count value (N2) is determined by an
instantaneous counter status of the second counter (50)
when the input signal (IN) corresponds to the second
level value (I.2) and this instantaneous counter status
exceeds a predefined comparison value, so that the
actual frequency can be determined earlier.

3. The arrangement as claimed in claim 2, wherein the
evaluation unit (60) is set up to determine the frequency ofthe
input signal (IN) as a function of the sum of the first and the
second count value (N1, N2).

4. The arrangement as claimed in claim 2, wherein the
comparison value is given as a function of at least one of the
following:

the first count value (N1);

the second count value (N2) of a previous determination of
the frequency of the input signal (IN).
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